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For large farms we also produce the AEROSTAR-CLASSIC XXL. However, we recommend to use this AEROSTAR-
CLASSIC XXL only on really large fields. As the maneuverability is limited with the long chassis, the fields should 
have an appropriate size in order to work efficiently. The chassis, which is attached to the lower links of the 
tractor, is carried by two large wheels. 

In working position, two additional adjustable wheels on the outer wings guarantee smooth operation of the 
tined weeder frame (no swinging down or up). A stable profile tube frame with a large triangular bracket 
prevents the frame from swinging forward or backward. When folding to transport position and when turning at 
the headlands the outer wheels do not touch the ground. This means that no crop is injured or damaged during 
this operation.

TINED WEEDER AEROSTAR-CLASSIC XXL

STRONG. REMARKABLE. IMPACTFUL.



Type/
Working width cm / ft

Sections
m (ft) Wheels Tines from hp/kW Weight

approx. kg / lbs

AEROSTAR-CLASSIC XXL 1800 / 59.1 3x1.8 (5.9) / 6x2.1 (6.9) 4 720 180/133 3950 kg
8708 lbs

AEROSTAR-CLASSIC XXL 2400 / 78.7 3x1.8 (5.9) / 6x2.1 (6.9) / 4x1.5 (4.9) 6 960 200/147 5460 kg
12037 lbs

W
Power for large fields - precise weeding on 18 m 
(59.1 ft) or 24 m (78.7 ft) working width!

Tined weeder AEROSTAR-CLASSIC XXL

STANDARD EQUIPMENT

	W Tines ø 7 mm / 0.28", 490 mm / 19.29" long | individually 
exchangeable | 10 cm wear length

	W Real line spacing 2.5 cm / 1"

	W Sturdy, durable plastic tine holder

	W Tube frame section providing equal working pressure 
over the full section width

	W 6 row tine section with central tine adjustment per 
section

	W 5-stage adjustable angle of the tines

	W Suspended beams with hydraulic level control per 
section

	W Robust framework chassis

	W Sturdy tube frame with a large triangular bracket

	W Exact hydraulic installation

	W Wheel chocks & parking support

	W Requires three double-acting hydr. remotes (1x with 
floating position)

	W Two large wheels on the chassis, two more on the outer 
wings	

	W Wheels 10.0/75-15.3 AW on AEROSTAR-CLASSIC XXL 1800 
Wheels 13.0/55-16 AW on AEROSTAR-CLASSIC XXL 2400

	W Track width 1,75 - 2,25 m adjustable in 10 cm steps

OPTIONS
	» Tine 490 mm / 19.3" long, Ø 8 mm / 0.31"

	» Tine 490 mm / 19.3" long straight, Ø 8 mm / 0.31"

	» Tine 600 mm / 23.6" long, Ø 7 mm / 0.28"

	» Hydraulic tine adjustment - position fixed with bolts (per 
section)

	» Drawbar mounting with Ø 50 mm / 1,97" pin and 
hydraulic lifting instead of lower link mounting

	» Wide wheels

	» Support wheels for sensitive or blind weeding (1x per 
section)

	» Pneumatic trailer brake

	» Warning signs with holder and LED-light

To configure a machine tailored to your requests, please contact an Einböck consultant or the official responsible dealer! 
A detailed and up-to-date overview of standard equipment, options and compatibility can be found at www.einboeck.eu

Technical data and dimensions are approximate and non-binding. We reserve the right to make changes to the construction and design!


