
www.einboeck.eu

The special row-crop cultivator CHOPSTAR-VERSO has a pair of cutting discs and up to 5 vibro tines per hoeing 
element (of which two angle knives) mounted and can be used in row crops with a row distance of 45 cm/17.70"  
to 80 cm/31.50" (such as beets, soybeans, field beans, corn, sunflowers, etc.). Through the hollow discs clearing 
away from the plant as well as adjustable in angle in combination with trailing angle knives can be realised a 
very small hoeing band. This ensures that young stands can be hoed very early and at the same time narrowly 
and precisely. Depending on the cultivation conditions and the objective of the hoeing pass, different varities of 
working tools can be used, e. g. trailed weeder tines, finger weeder stars, roll stars, etc.

The camera steering system with the sideshift frame ROW-GUARD and the SECTION-CONTROL- parallelogram 
hydraulic lifting as well as further additional options can again perfected the precision of the CHOPSTAR-VERSO.

SPECIAL ROW-CROP CULTIVATOR CHOPSTAR-VERSO

AGGRESSIVE. INCISIVE. FAST.



Type Transport width  
in m / ft 2)

Frame length in m/ft. 
mounting category Tines Hoe elements from HP/KW

Weight
approx. kg 

/ lbs
ERV 4-row RIGID 1) 2.00/6.60 2.00/6.60 / II 13 5 30/22 500 kg

1102 lbs

ERV 6-row RIGID 1) 3.00/9.80 3.00/9.80 / II 19 7 40/30 650 kg
1433 lbs

ERV 8-row HG 3) 3.00/9.80 3.80/9.80 / II 25 9 60/44 980 kg
2161 lbs

ERV 12-row HG 3) 3.00/9.80 5.60/9.80 / II 37 13 70/51 1360 kg
2998 kg

ERV 15-row HG 3,5) 3.20/10.50 6.95/10.50 / II 46 16 90/66 1750 kg
3858 lbs

ERV 18-row HG 4) 3.00/9.80 8.30/9.80 / II 55 19 130/96 2280 kg
5027 lbs

ERV 24-row HG 4) 4.00/13.10 11.00/13.10 / II 73 25 160/118 2860 kg
6305 lbs

EMV 4-row RIGID 1) 3.00/9.80 3.00/9.80 / II 21 5 40/30 675 kg
1500 lbs

EMV 4-row HG 3) 3.00/9.80 3.00/9.80 / II 21 5 50/37 890 kg
2000 lbs

EMV 6-row HG 3) 3.00/9.80 3.00/9.80 / II 31 7 60/44 1080 kg
2400 lbs

EMV 8-row HG 3) 3.20/10.50 3.20/10.50 / II 41 9 80/59 1270 kg
2800 lbs

EMV 12-row HG 3) 3.00/9.80 3.00/9.80 / II 61 13 140/103 2180 kg
4800 lbs

EMV 16-row HG 3) 4.00/13.10 4.00/13.10 / II 81 17 160/118 2690 kg
5900 lbs

1)	 With support - gauge wheels follow the tractor track
2)	 Depending on row spacing
3)	 Hydraulic retraction – triple-frame
4)	 Hydraulic retraction - double folding frame, 4 air wheels 18x8.50 instead of 

upper-link steering Cat. II on 18 rows, Cat. III on 24 rows

5)	 2 gauge wheels and 1 rubber support wheel on each side wing instead 
of upper-link steering

Special row-crop cultivator CHOPSTAR-VERSO

STANDARD EQUIPMENT

	W Row-distance variable up to 80 cm / 32"

	W Robust, durable special profile-tube frame with high 
frame height

	W Lower links guided on both sides

	W Rear mounted machines with auto top link steering, 
spindle and high-gauge wheels

	W Adjustable retraction support on each parallelogram

	W Farmflex-feeler-wheels adjustable through spindles, ball 
bearing mounted, ø 300 mm / 100 mm wide

	W Large-dimensioned, elongated, re-adjustable 
parallelogram

	W Vibro tine 40x12 mm with holder 35x11 mm

	W Optionally with "SMART-GRIP" quick adjustment or 
without cutting discs

CHOPSTAR 3-60

	W Hoeing element with 3 vibro tines: 
2 angle knives 160 mm; 2 cutting discs; 1 duckfoot sweep 
160 mm

CHOPSTAR 5-90

	W Hoeing element with 5 vibro tines: 
Row-distance ≤ 74:  
2 angle knives 160 mm; 2 cutting discs; 2 duckfoot 
sweeps 140 mm; 1 duckfoot sweep 200 mm 
Row-distance ≥ 75:  
2 angle knives 200 mm; 2 cutting discs; 2 duckfoot 
sweeps 140 mm; 1 duckfoot sweep 200 mm

OPTIONS
	» Various vibro-tines, sweep widths, carbide metal sweeps, 

angle knives, heaping sweeps, etc.

	» Trailed weeder tines

	» Finger weeders

	» Rotation weeder element

	» Protection shields or discs; Rotary hoe crop-protection-
star

	» Hydraulic manual steering with seat

	» Hydraulic parallelogram lifting system SECTION-
CONTROL

	» Camera steering ROW-GUARD

	» Pneumatic seeding box P-BOX-STI

	» Pneumatic front tank JUMBO-SEED

	» Pneumatic liquid front tank JUMBO-STREAM

	» Warning signs with holder and LED-light

To configure a machine tailored to your requests, please contact an Einböck consultant or the official responsible dealer! 
A detailed and up-to-date overview of standard equipment, options and compatibility can be found at www.einboeck.eu

Technical data and dimensions are approximate and non-binding. We reserve the right to make changes to the construction and design!


