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The combination of the pneumatic front tank JUMBO-SEED with rear mounted machines, for example row-
crop drill CHOPSTAR-SEEDER, row crop cultivator CHOPSTAR or tined weeder AEROSTAR-CLASSIC ensures ideal 
distribution of weight, therefore reduces ground pressure and saves time. The metering is carried out via up to 4 
seeding units, which can be closed by sliders as required. This allows the front tank to be individually adapted to 
the required number of outlets which depends on the number of rows or the working width of the implement. 

The powerful hydraulic fan distributes fertilizer or seeds (such as grain, beans, rape, grass seed, catch crops, 
clovers, mixtures, undersowings, etc.) to the rear of the tractor to the distribution heads, where they are split to 
the required number of outlets (depending on number of rows or working width). The seeding rate is controlled 
from the tractor via the STI control system and ensures a precise, uniform distribution.

PNEUMATIC FRONT TANK JUMBO-SEED

LARGE. POWERFUL. MIGHTY.



Type Tank volume in litre Dimensions in cm/" Weight
approx. kg / lbs

JUMBO-SEED 1600 1600 167 - 230 - 146 / 65.75 - 90.55 - 57.48 600 kg
1103 lbs

W
Perfection in every detail: electric control of the  
4 separate seeding units, with SPEED-TRONIC user 
terminal, 4 outlets, effective hydraulic fan, etc.

Pneumatic front tank JUMBO-SEED

STANDARD EQUIPMENT

	W Electric adjustment of the seeding rate - automatically 
adjusted to the working speed either GPS-, radar-sensor, 
or via the tractors 7-pin info plug

	W SPEED-TRONIC control terminal: Clear & coloured menu 
navigation, various individual setting options, automatic 
calibration test, automatic pre-dosing, area and hour 
counter, pleasing terminal design in protection class 
IP65, etc. - power supply via 3-pin socket

	W Tank made of sheet steel with sieve: Tank volume 1600 
litres | Mounting category II

	W Big opening for comfortable filling of the tank

	W Bottom part and dosing unit made of stainless steel

	W Hydraulic fan: A double-acting hydraulic connection (flow 
rate up to 30 l/min) and a pressure free return with ¾ 
coupling are required

	W Disconnectable agitator shaft

	W Rotary air lock - for increased air pressure

	W Seeding rollers 1 with fine and 1 with coarse toothing 
(Available: fine - middle - coarse)

	W Up to 4 dosing units with airlock

	W Calibration basket | Steps for filling | Parking supports

OPTIONS
	» Various distributor heads for rear implement

	» Hydraulic hose kit (for tractors without hydraulic valves 
in the front)

	» Diffferent seeding wheels

	» Calibration button mounted on the JUMBO-SEED

	» Alarm when seeding box is getting empty

	» Wheels on the parking support

	» GPS-speed sensor, radar sensor or 7-pole cable

	» Upper link or lifting gear sensor (not necessary for 
7-pole signal cable)

	» Cable extension 5 m / 16.40 ft. for sensors

	» Warning signs with holder for front tank - with indicators 
to the front

To configure a machine tailored to your requests, please contact an Einböck consultant or the official responsible dealer! 
A detailed and up-to-date overview of standard equipment, options and compatibility can be found at www.einboeck.eu

Technical data and dimensions are approximate and non-binding. We reserve the right to make changes to the construction and design!


