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PNEUMATIC SEEDING BOX P-BOX-MD
The P-BOX-MD is an air seeder which can be mounted easily and fast to a lot of Einböck machines and also on 
machines of other manufacturers. It is able to seed all standard seeds and their mixtures up to 1 kg/ha. The seed 
is pneumatically distributed via hoses to the distribution plates, where an exact spreading takes place. The seed 
roller is driven by a flexible shaft, which is driven by the support rubber wheel of the machine (or separate tail 
wheel).

The seed rate of the pneumatic seeding box can be infinitely varied between 1 kg - 300 kg/ha by simple adjustment 
depending on the working width, travel speed and fan variant. With the P-BOX-MD many possible applications 
such as seeding of intercrops, catch crops, winter greening, new seeding, reseeding, fertilization, etc. can be 
done.

MECHANICAL. SIMPLE. EFFECTIVE.



Type/ 
Working width cm

Working width 
max. 3) Tank volume in litre Deflector plates Weight

approx. kg / lbs Seeding rollers

P-BOX-MD 600 1) 6.00 m / 19.70 ft. 300 8 86 kg
190 lbs B, E

P-BOX-MD 1200 2) 12.00 m / 39.40 ft. 300 16 105 kg
232 lbs D, F

1)	 For the 6 m / 19.70 ft. machine heavy seeds can be spread up to 3 m / 9.80 
ft. for distribution of heavy seeds on 6 m / 19.70 ft. working width there 
is the choice between hydraulic or mechanical fan

2)	 With mechanical fan
3)	 For small seeds

Pneumatic seeding boxes P-BOX-MD

To configure a machine tailored to your requests, please contact an Einböck consultant or the official responsible dealer! 
A detailed and up-to-date overview of standard equipment, options and compatibility can be found at www.einboeck.eu

Technical data and dimensions are approximate and non-binding. We reserve the right to make changes to the construction and design!

STANDARD EQUIPMENT

	W P-BOX-MD = seeding rate controlled via ground wheel

	W Bottom drive with flexible shaft 2,1 m long

	W Mounting parts for bottom drive via air wheel

	W Pneumatic seeder with stirring shaft and separate 
seeding roller section per hose

	W Mounting console

	W Specially designed distribution plates with splash guard

	W One seeding roller with fine and one with coarse 
toothing

	W Seeding roller can be changed without tools

	W Tank made of sheet steel: Tank volume 300 litres

	W Calibration plate | calibration pan | monitoring window | 
opening to fully empty the box

	W Model 600 with electric fan, 12 volts and 24 m hose

	W Model 1200 with mechanical fan and PTO-shaft and 40 m 
hose

OPTIONS
	» Various options of ground wheels

	» Reinforced gearbox (for higher application rates)

	» Cable to tractor 8 m / 26.20 ft. instead of 3 m / 9.80 ft.

	» Hectare-counter electronic

	» Airflow monitoring

	» Alarm when seeding box is getting empty

	» Electric adjustment of seeding quantity

	» Mechanical jogging unit

	» Retaining plate

	» Tank support

	» 500L tank

	» 265L plastic tank instead of steel tank

	» Mech. fan (standard at P-BOX-MD 1200) or hydr. fan

	» Various options of flexible shafts

	» 90° angle unit for flexible shaft

	» Special seeding rollers

	» Dummy plug

	» Seeding unit made from stainless steel

	» Deflector plate made from stainless steel

	» Steps for filling and assembly kits for many machines

W
The secrets of success of the P-BOX are: many 
options, reliable operation and uncomplicated 
adjustment, very practible!


