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The P-BOX-STI is a pneumatic airseeder with electrical quantity dosage. The user-friendly electonic SPEED-TRONIC 
control unit regulates the seed quantity depending on the factual working speed. The necessary speed info can 
be obtained via several sensors or via the 7-pole signal socket of the tractor. 

With the P-BOX-STI it is possible to seed all standard seeds and their mixtures from 1 kg/ha. The seed is 
pneumatically distributed via hoses to the distribution plates, where an exact seeding takes place. The seed rate 
can be infinitely adjusted by simple setting in the SPEED-TRONIC terminal. With the P-BOX-STI many possible 
applications such as seeding of intercrops, catch crops, winter greening, new seeding, reseeding, fertilization, 
etc. can be done.

PNEUMATIC SEEDING BOX P-BOX-STI

ELECTRICAL. PRECISE. COMFORTABLE.



1)	 With the 6 m / 19.70 ft. machine heavy seeds can be spread up to 3 m / 9.80 
ft. for distribution of heavy seeds on 6 m / 19.70 ft. working width there 
is the choice between hydraulic or mechanical fan

2)	 With mechanical fan
3)	 For small seeds

Type/ 
Working width cm

Working width 
max. 3) Tank volume in litre Deflector plates Weight

approx. kg / lbs Seeding rollers

P-BOX-STI 600 1) 6.00 m / 19.70 ft. 300 8 86 kg
190 lbs B, E

P-BOX-STI 1200 2) 12.00 m / 39.40 ft. 300 16 105 kg
232 lbs D, F

Pneumatic seeding box P-BOX-STI

To configure a machine tailored to your requests, please contact an Einböck consultant or the official responsible dealer! 
A detailed and up-to-date overview of standard equipment, options and compatibility can be found at www.einboeck.eu

Technical data and dimensions are approximate and non-binding. We reserve the right to make changes to the construction and design!

STANDARD EQUIPMENT

	W P-BOX-STI = electric drive of the seeding roller, 
controlled by the SPEED-TRONIC terminal in the tractor, 
speed info coming from wheel, GPS or radar sensor or 
from the tractor via 7-pin signal cable

	W SPEED-TRONIC control terminal: 

	» Large 5-inch colour display

	» Clear and intuitive menu navigation

	» Haptic membrane buttons

	» Intuitive, simple & automatic calibration test

	» Predosing application for headland

	» Area and hour counter, seeds library and more

	» Terminal housing in protection class IP65 (dust and 
water resistant)

	» High quality Sub-D-connections with gilded pins

	» Various other individual setting options

	» Power supply via 3-pin socket

	W Pneumatic seeder with stirring shaft and separate 
seeding roller section per hose

	W Mounting console

	W Specially designed distribution plates with splash guard

	W One seeding roller with fine and one with coarse 
toothing

	W Seeding roller can be changed without tools

	W Tank made of sheet steel: Tank volume 300 litres

	W Calibration plate | calibration pan | monitoring window | 
opening to fully empty the box

	W Model 600 with electric fan, 12 volts and 24 m hose

	W Model 1200 with mechanical fan and PTO-shaft and 40 m 
hose

OPTIONS
	» Operation via ISOBUS = P-BOX-ISO

	» Wheel sensor for ground wheel or tail wheel

	» GPS-speed sensor, radar sensor or 7-pole cable

	» Upper link or lifting gear sensor (not necessary for 
7-pole signal cable)

	» Alarm when seeding box is getting empty

	» Calibration button

	» Airflow monitoring

	» different extension cables

	» Mechanical jogging unit

	» Retaining plate

	» Tank support

	» 500L tank

	» 265L plastic tank instead of steel tank

	» Mech. fan (standard at P-BOX-STI 1200) or hydr. fan

	» Fan speed sensor

	» Electric special fan "E-POWER"

	» Seeding unit made from stainless steel

	» Deflector plate made from stainless steel

	» Holder for control terminal

	» Special seeding rollers

	» Dummy plug

	» Steps for filling and assembly kits for many machines


