
www.einboeck.eu

The RAZOR flat cultivator is the professional‘s tool for razor-sharp, full-surface and ultra-flat tillage. The mounted 
cultivator shows its strengths at the first stubble cultivation, incorporation of cover crops with duckfoot sweeps 
at working depths of up to 12 cm / 5“, as well as when working with large amounts of organic material. The key 
features of the RAZOR are the 5 rows of tines, the line spacing of 15 cm / 5.9“, the convenient hydraulic working 
depth adjustment, the three-row parallelogram-guided following weeder tines, as well as the HERKULES S-tines 
with reinforcing springs, duckfoot sweeps with an overlap of up to 9 cm / 3.5“, and much more.

FLAT CULTIVATOR RAZOR

W
The professional flat cultivator for 
full-surface and ultra-flat cutting!

PRECISE. COMFORTABLE. ULTRA-FLAT.



STANDARD EQUIPMENT

	W Tine arrangement 5 rows	

	W Distance between rows 500 mm | 19.68”

	W Line spacing 150 mm | 5.90”

	W HERKULES tine 70 x 12 mm | 2.76 x 0.47”

	W Narrow shares (53 mm | 2.08”) or duckfoot sweeps (200 
mm | 7.87”)

	W Hydraulically folded frame (H-folding) 
transport width 293 cm | 115.40”

	W Sturdy tube-in-tube frame construction

	W Hydraulic working depth adjustment of the rear tools

	W Lower and top link equipped with hardened bushings

Choice of rear working tools:
	» F: Flat rod crumbler ø 400 mm | 15.75”
	» R: Round rod crumbler ø 400 mm | 15.75”
	» RA: Wheels with tractor tyre profile 20x10.00–8

OPTIONS
	» Front rubber support wheels; autom. depth adjustment 

with the rear working tools

	» 3-row parallelgram-guided trailed weeder tines with 12 
mm | 0.47” tines

	» Hydraulic adjustment for following weeder tines

	» Hydraulic adjustment for following weeder tines 
parallelogram

	» Reinforcement spring for HERKULES tine

	» Duckfoot share 240 mm | 9.45”

	» Duckfoot share 220 mm | 8.66”  made from carbide metal

	» Narrow share 53 mm | 2.08” made from carbide metal

	» Scraper blades on the left and/or right

	» Electrical control valve

	» Parking supports for rear tools

	» Pneumatic seeder P-BOX

	» Warning signs with holder and LED-light

RAZOR 400 500 600

Working width (m/ft.) 3.90 | 12.80 5.10 | 16.70 6.00 | 19.70
Transport width (m/ft.) 2.93 | 9.60 2.93 | 9.60 2.93 | 9.60

Parking height (m/ft.) 2.26 | 7.40 2.86 | 9.40 3.26 | 10.70

Weight (approx. kg/lbs) MIN 1420 | 3100 1630 | 3600 1850 | 4100

Weight (approx. kg/lbs) MAX 2160 | 4800 2490 | 5500 2780 | 6100

HP/kW from 120/88 160/118 200/147
Hydr. control units  
(double acting) Basic equipment 2 2 2

Mounting category (Cat.) II / Ø 28 | III / Ø 36 II / Ø 28 | III / Ø 36 II / Ø 28 | III / Ø 36

Number of rows 5 5 5

Distance between rows (cm/ft.) 50 | 1.60 50 | 1.60 50 | 1.60

Number of tines 26 34 40

Folding H H H
Depth-control wheels 
(front and rear) 2+4 2+4 2+4

To configure a machine tailored to your requests, please contact an Einböck consultant or the official responsible dealer! 
A detailed and up-to-date overview of standard equipment, options and compatibility can be found at www.einboeck.eu

Technical data and dimensions are approximate and non-binding. We reserve the right to make changes to the construction and design!

Flat cultivator RAZOR

www.einboeck.at/en/
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