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The blade cultivator TAIFUN is a multi-purpose, highly efficient machine. It is a classic machine for seedbed 
preparation due to its high and spacious frame construction – especially for areas with catch crops and winter 
greening. The incorporation of liquid manure and organic fertilizer, as well as light and shallow stubble turning 
or second stubble cultivation and the combat of couch grass are ideal jobs for the TAIFUN.

Due to the ultra-flat cutting with duckfoot sweeps with a line spacing of 15 cm / 5.90“, the TAIFUN blade cultivator 
is the perfect machine for a successful first mechanical weed control. The many possible combinations (e.g. 
shares, rollers, trailed weeder tines, support wheels, etc.) allow the blade cultivator to be optimally adapted to 
many different jobs as well as conditions.

The semi-mounted version of the TAIFUN - the TAIFUN XXL - is just as versatile and durable as the 3-point 
version. Due to its special frame design and the matching working tools, the semi-mounted blade cultivator is 
the ideal machine for large farms and fields.

BLADE CULTIVATOR TAIFUN XXL

GREAT. SWIFT. IMPRESSIVE.



Type/
Working width cm / ft. No. of beams Tines No. of double 

drag tines from HP/kW Weight
approx. kg / lbs

TAIFUN XXL 800 / 26.20 RP 58 1) 4 54 13 200/147 7540 kg
16623 lbs

TAIFUN XXL 800 / 26.20 DN 2) 4 54 13 200/147 7820 kg
17240 lbs

TAIFUN XXL 900 / 29.50 RP 58 1) 4 60 15 240/176 7870 kg
17350 lbs

TAIFUN XXL 900 / 29.50 DN 2) 4 60 15 240/176 8180 kg
18034 lbs

TAIFUN XXL 1200 / 39.40 RP 58 1) 4 80 20 340/250 9620 kg
21209 lbs

TAIFUN XXL 1200 / 39.40 DN 2) 4 80 20 340/250 9950 kg
21936 lbs

1)	 RP 58 = Ring packer roller Ø 575 mm / 22.60“ with spring stripper between the rings and trailed weeder tines, 1-row Ø 12 mm / 0.50“
2)	 DN = Double Nova roller Ø 575 mm / 22.60“ - the U-steel rings mesh, followed by trailed weeder tines 1-row Ø 12 mm / 0.50“

W
Powerful, robust, durable, efficient, 
precise - the TAIFUN XXL is all that!

Blade cultivator TAIFUN XXL

STANDARD EQUIPMENT

	W Heavy spring-tine HERKULES 70 x 12 with standard sweep 
53 mm

	W Tine arrangement 4 rows

	W Line spacing 15 cm

	W Heavy frame construction - semi-trailed version with big 
wheels

	W Parking support and wheel chocks

	W Lower and top link mountings are equipped with 
hardened bushings

	W Drawbar adjustable in length and holder for hydr. hoses - 
parallel lifting by an additional cylinder

	W Spring-mounted double drag tines between the last tine 
row and the rear roller

	W Parking position for double drag tines

	W Crumblers height-adjustable in the half breadboard

	W All rear rollers ball-bearing mounted

	W Front support wheels adjustable in a breadboard

	W Braking axle for mounting of pneumatic trailer brake 
system

Choice of crumblers:
	» RP58: Ring packer roller ø 575 mm with spring stripper & following 

weeder tines 1 row ø 12 mm
	» DN: Double nova roller ø 575 mm (interlocking steel rings) & 

following weeder tines 1 row ø 12 mm

OPTIONS
	» VIBRO-BOARD (hydraulically adjustable)

	» Pneumatic trailer brake

	» Levelling plate

	» Reinforcement spring of HERKULES tine

	» Duckfoot sweep 200/240 mm | 7.87/9.45”

	» Duckfoot share 220 mm | 8.66”  made from carbide 
metal

	» Narrow share 53 mm | 2.08” made from carbide metal

	» Warning signs with holder and LED-lights

To configure a machine tailored to your requests, please contact an Einböck consultant or the official responsible dealer! 
A detailed and up-to-date overview of standard equipment, options and compatibility can be found at www.einboeck.eu

Technical data and dimensions are approximate and non-binding. We reserve the right to make changes to the construction and design!


