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SET-UP INSTRUCTION
SPEED-TRONIC

EPAN.EINBOECK.AT/EN

To ensure that the machine has the longest possible lifespan, 
correct handling is assumed. Before the first use, the 
handover protocol must be registered and the guarantee 
activated. Please read the original Einböck operating 
instructions carefully and completely! If anything is unclear, 
please contact your Einböck consultant or info@einboeck.at.

1.	 Connect the device cable to the control unit and 
then the 3-pin connector to the power supply. 

2.	 Press the button  to switch on the control unit. 

3.	 Home Menu (Main Menu):

1
Status bar – information about settings, sensors 
(linkage sensor, tank level sensor…) or warnings/
errors are displayed via symbols

2 Selection „Menu Calibration test“

3 Selection „Seed library“

4 Selection „Hours and area counter“

5 Selection „Menu settings“

6 Display „Hour counter“ (temporary and total)

7 Display „Hectare counter“ (temporary and total)

8 Display „working details“

4.	 Use of submenus:

Selection “One line up/down”

Selection “Select or confirm line/value”

Selection “Increase/decrease input value” – symbol appears, as soon as an 
input field is selected

Leave the submenu or interrupt changing the input value

6760-K000-EN V2

Go to the video 
calibration test 
& instructions



EPAN.EINBOECK.AT/EN

5.	 Calibration test:

a.	 Open the calibration test menu by pressing .

b.	 Input the values for seeding rate, working width and the aspired driving speed. If you approximately know 
the value you can enter the rotation speed of the seeding roller.

c.	 After that set the calibration time or – if present – activate the calibration button.

d.	 Start of calibration test:

	» Make sure, that everything is prepared at the machine (remove lid of calibration opening, mount 
calibration pan etc.).

	» Without calibration button: Start calibration test by pressing .
	» With calibration button: Activate the calibration button by pressing . 

Then go to the machine and start the calibration test by pressing the START/STOP-
button. As soon as the seed quantity in the calibration pan is enough for a proper 
weighing, stop the calibration test by pressing the button again.

e.	 Then weigh the calibrated seed quantity and enter the value into the SPEED-TRONIC 
control unit. If the values matches, no further calibration test is necessary, if not, 
repeat point d. Therefore, follow the instructions of the control unit again.

f.	 If the calibration test is done properly you get back to the main menu 
automatically. Here you can see the newly calibrated seeding amount.

6.	 Seed library (Software V04.04.03):
This function allows you to save up to 10 calibration tests with different names and to access them again later.
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7.	 Start seeding:
a.	 Before starting the seeding process always turn on the fan. At machines with electric fan press the button 

. After long working breaks the fan always should be started about 5 min before working to clear the 
seeding hoses from eventual deposits or humidity.

b.	 Start the seeding roller by pressing the button . This only works in the main menu.

c.	 This bar graph shows the actual seeding roller speed: 

8.	 Adjust seeding amount during work:

First, the calibration test is carried out as usual. 
Then, to save the data, click on the save symbol 
on the main screen.

Another window will then open in which a name 
can be given to the current calibration test. Once 
you have entered the name, you must click on 
“SAVE”.

In the next step, select the desired calibration test 
and click “OK”.

Loading a calibration test:
First, click on the storage symbol on the main 
screen again.

You can now view the stored values (you can 
not change them) and then click on “LOAD” to 
retrieve the stored settings.

In the second step, click on “Save current 
calibration test”.

To save or retrieve a new calibration test, the following steps must be followed:

The seeding amount can be adjusted by pressing the buttons + / -  (+/- 5% steps).
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More info to the settings you can find in the detailed operating instructions of the SPEED TRONIC 2.0.

1.	 Empty tank
2.	 Calibrate speed
3.	 Linkage
4.	 Language
5.	 Pre metering
6.	 Calibration test

7.	 Sound
8.	 Measurement units
9.	 Display brightness
10.	Device settings
11.	Factory settings

a.	 The pre metering ensures filled hoses and gapless seeding when the seeding process is started at the 
headland. The seeding roller starts before the tractor starts.

b.	 There are two possibilities to start pre metering. Manually by pressing the button , or - with the right 
setting - automatically when lowering the machine. If automatic pre metering is activated then you see 
this symbol  in the status bar.

9.	 Pre metering:

10.	Additional settings:
To get to the settings menu press the button  in the main menu.
Hint: The settings menu can only be opened when the seeding roller is turned off. When the seeding 
roller is turned on, then this symbol is grey.

Here you find the following settings:


