
SET-UP INSTRUCTION
AEROSTAR-FUSION

1:	 SETTING THE WINGS TO  
	 ‘RIGID’ OR ‘MOVABLE/FLEXIBLE’
	» Depending on the model, the wings can be set to 

‘rigid’ or ‘movable/flexible’
	» For more detailed information, please refer to the 

operating instructions (www.einboeck.at/en/help)
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2:	PUTTING DOWN THE MACHINE  
	 WHILE DRIVING
	» Do not lower machine when standing – wheels and 

tines may be subjected to excessive strain
	» Lower the machine while moving forward slowly

You can find the right speed and aggressiveness of 
the machine for each crop in our free know-how 
handbooks at www.einboeck.at/en/know-how

To ensure that the machine has the longest possible lifespan, 
correct handling is assumed. Before the first use, the 
handover protocol must be registered and the guarantee 
activated. Please read the original Einböck operating 
instructions carefully and completely! If anything is unclear, 
please contact your Einböck consultant or info@einboeck.at.
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3:	MACHINE PARALLEL TO THE GROUND
	» To ensure that the machine can work as precisely 

as possible, it must be adjusted parallel to the 
ground. 

	» The upper link must be able to move freely in the 
slotted hole.

6:	PARKING THE MACHINE
	» Relieve the wheels with parking supports (standard 

on the machine from model 900)
	» Ensures durability of the depth-control wheels, 

especially during the off-season and with larger 
models

5:	HEADLAND POSITION
	» Raise the inner wings using the control unit. 
	» A hydraulic sequence control automatically stops 

the wings in the optimum headland position and 
prevents them from folding in completely. (only for 
FUSION model 900 - 1500)

4:	FOLDING INTO TRANSPORT POSITION
	» Before folding: Raise the machine completely! The 

tines must be moved to the transport position.
	» The wings can only be folded in when the tines 

are completely raised hydraulically (cylinder fully 
retracted).
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Operating instruction  
& spare parts

www.einboeck.at/en/help

Practical handbooks
www.einboeck.at/en/know-howMAX. 12 KM/H OR 8 MPH

	» Maximum working speed 12 km/h or 
8 mph - depending on field conditions 
and machine configuration


