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The AEROSTAR-EVO precision tined weeder is a modern weeder with indirectly spring-loaded tine sections. It was 
developed for weeding standard arable crops such as grain, corn, soybean, sunflowers, field beans, and potato, 
as well as vegetables and special crops. This economical all-rounder impresses with its versatile applications – 
from precise blind weeding and intensive crust breaking to late final weeding passes.

The 500 mm | 19.7" long tines work with a down pressure of up to 4.5 kg | 10 lbs. The 1.5 m | 4.6 ft tine sections 
are equipped with 48 tines and can be hydraulically folded up and, optionally, their aggressiveness can also be 
adjusted hydraulically. With a weight of only around 1,700 kg | 3,750 lbs, a 12-meter machine can be operated 
starting at around 100 hp.

Its bigger brother, the AEROSTAR-FUSION, is the premium version of the AEROSTAR-EVO and offers additional 
high-end equipment for the most demanding requirements and outstanding weeding results.

PRECISION TINED WEEDER AEROSTAR-EVO

DETAILED. ACCURATE. STEADY.



STANDARD EQUIPMENT

	W Tines ø 7 mm, 500 mm long | individually replaceable | 
10 cm wear length

	W Indipendent spring-loaded tines, gentle weeding with the 
weight of the tines themselves & max. down pressure up 
to 4.5 kg / 10 lbs

	W 3.125 cm / 1.23" line spacing

	W Stable, durable plastic tine holder

	W 48 tines per 1.5 m of tine section

	W Fixed 6-row tine sections with non-twisting tine tubes

	W Hydraulic tine adjustment with manual preselection per 
section

	W Hydraulically foldable tines (working & transport 
position)

	W Hydraulic transport lock from model 900 onwards

	W Lower link quick coupler pendular axle up to model 750

	W Standard folding up to model 750 - scissor folding from 
model 900 onwards

	W 490 mm frame clearance

	W Sturdy & durable special profile frame

	W Automatic swiveling of the outer sections through 
parallel guidance (for scissor folding machines)

	W Large ball bearing support wheels with tractor tire 
profile

	W Tractor tracks in cm & inches: 
Model 150-300: 136-225 cm / 53.5-88.5" 
Model 450-750: 136-214 cm / 53.5-84.25" 
Model 900-1200: 136-225 cm / 53.5-88.5"

OPTIONS
	» Tines with carbide metal equiped tips

	» Infinitely, hydraulic tine and aggressiveness adjustment

	» Rear wheels on the machine pivotable in track with 
tractor tire profile and following weeder tines, including 
a slotted hole on the upper link

	» Section extension 31,2 cm / 12.3“ (15,6 cm / 6.15“ x 2)

	» Twin tires in the tractor track

	» Electrically controlled valve

	» Warning signs with holder and LED lights

Precision tined weeder AEROSTAR-EVO

To configure a machine tailored to your requests, please contact an Einböck consultant or the official responsible dealer! 
A detailed and up-to-date overview of standard equipment, options and compatibility can be found at www.einboeck.eu

Technical data and dimensions are approximate and non-binding. We reserve the right to make changes to the construction and design!

Type
Working 

width 
(m | ft.)

Transport 
width 

(m | ft.)

Parking 
height 

(m | ft.)

Basic weight 
(approx. 
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acting)
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of tines Sections Folding

Support 
wheels front  
(optional rear)

150 1.50 | 4.90 2.30 | 7.50 1.40 | 4.60 300 | 660 30/22 1 I / Ø 22/0.90 48 1 - 2

300 3.00 | 9.80 3.00 | 9.80 1.40 | 4.60 420 | 930 40/29 1 II / Ø 28/1.10 96 2 - 2(+2)

450 4.50 | 14.80 2.40 | 7.90 2.20 | 7.20 665 | 1 470 60/44 1 + 1 SA II / Ø 28/1.10 144 3 U 2

600 6.00 | 19.70 3.00 | 9.80 3.10 | 10.20 780 | 1 720 70/51 1 + 1 SA II / Ø 28/1.10 192 4 U 4(+2)

750 7.50 | 24.60 3.00 | 9.80 3.80 | 12.50 1 050 | 2 310 80/59 1 + 1 SA II / Ø 28/1.10 240 5 U 4(+2)

900 9.00 | 29.50 3.00 | 9.80 3.70 | 12.10 1 490 | 3 280 90/66 3 II / Ø 28/1.10 288 6 M 4(+2)

1200 12.00 | 39.40 3.00 | 9.80 3.70 | 12.10 1 710 | 3 770 100/74 3 II / Ø 28/1.10 384 8 M 4(+2)


