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	» Designed and produced by Einböck
	» For various seeds: undersowing, intercrops, 
fertilizer, grass, cereals, legumes, ...

	» Various individual setting options
	» Automatic calibration test
	» NEW: seeds library
	» NEW: powerful electric fan E-POWER (option)

	» NEW: ISOBUS operation for free (option)

STANDARD EQUIPMENT:

	» ISOBUS control via external terminal or
	» SPEED-TRONIC operating terminal from inhouse 
development
	» Large 5-inch colour display
	» Clear and intuitive menu navigation
	» Haptic membrane buttons
	» Intuitive, simple & automatic calibration test
	» Predosing application for headland
	» Area and hour counter, seeds library and more
	» Terminal housing in protection class IP65 (dust and water resistant)
	» High quality Sub-D-connections with gilded pins
	» Various other individual setting options
	» Power supply via 3-pin socket

	» Speed-dependent seed distribution
	» Tank made of plastic (volume 265 l)

	» Dimensions of seeder: 92 cm width - 104 cm height - 84 cm depth 
	» Agitation shaft with 8 outlets

	» Each seeding roller with separate section per hose
	» 2 seeding rollers (one with coarse, one with fine toothing)
	» Calibration plate and pan
	» 1 roll of seeding hoses
	» Specially designed distribution plates with splash guard
	» P-BOX-STI 600: Electric fan
	» P-BOX-STI 1200: Mechanic fan

 P-BOX-STI 600: from € 3.666,00 | P-BOX-STI 1200: from € 5.250,00 | special price only for basic machine
VAT not included | ex works | transport costs on demand | Delivery possible from June 2026

Further options (as the required speed sensor) available!  
Valid till July 15th, 2026 or as long as stock lasts at Einböck dealers! | Printing & typesetting errors reserved!

from € 3.666,-
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WIDE RANGE OF ADDITIONAL OPTIONS

ASSEMBLY POSSIBILITIES
(INDIVIDUALLY CUSTOMIZED MOUNTING ON EINBÖCK-MACHINES | ALSO SUITABLE FOR MACHINES OF OTHER PRODUCERS)

Assembly kits
100% compatible mounting kits and steps for 
filling are available for many Einböck machines.

Calibration button
The calibration button on the rear of the 
machine allows you to conveniently perform 
the calibration test directly on the machine.

Electric fan E-POWER
For larger seed rates or heavy seeds, a 
powerful electric fan can be installed. Power 
supply via ISOBUS socket.

7-pin signal socket
The sensor values (speed & upper link signal) 
are either taken directly from the tractor or via 
a wheel or GPS sensor and upper link sensor.

Control via ISOBUS
The seeding box can also be operated via an 
external ISOBUS terminal.

Additional sensors
Such as a sensor for tank level control, a fan 
speed sensor, or airflow monitoring ensure 
comfort and safe application.


