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PNEUMATIC SEEDING BOX MULTI-BOX
The MULTI-BOX is a modern, pneumatic seeding box for precise and flexible seed or fertilizer application. It was 
developed to efficiently perform a wide range of tasks – from new or reseeding to undersowing or fertilizing. 
The MULTI-BOX can be combined in many ways with weeders, row-crop cultivators, harrows, and much more, 
or used as a stand-alone machine.

Available in four versions with 8, 12, 16, or 24 outlets and tank sizes of 350 or 600 liters, it impresses with 
maximum dosing accuracy, simple handling, and reliable application. The robust plastic tank, stainless steel/
plastic dosing system, and quickly replaceable dosing rollers ensure durability and flexibility in daily use.

Controlled via the SPEED-TRONIC control unit or ISOBUS, the MULTI-BOX offers precise dosing, intuitive control, 
reliable seeding, and consistent performance under all conditions.

SMART. VERSATILE. RELIABLE.



Pneumatic seeding box MULTI-BOX

STANDARD EQUIPMENT

	W Seeding rate controlled either by ISOBUS, wheel sensor, 
GPS sensor, radar, or tractor signal via 7-pole signal cable

	W Handling via SPEED-TRONIC control terminal or via 
ISOBUS  

	W Pneumatic seeding box with agitator shaft and separate 
seeding roller with separate section per hose

	W Sealed plastic tank, 350 or 600 L, with large filling 
opening

	W Tank and dosing unit made of materials suitable for 
fertilizers (plastic and stainless steel)

	W Outlet individually closable via shut-off flaps

	W Optionally with 8 or 16 outlets or with 12 or 24 outlets 
including hose

	W Disconnectable agitator shaft

	W Drive of the dosing shaft by a powerful electric motor

	W Specialy shaped distribution plates with splash guard 
made of stainless steel

	W Different seeding rollers for fine or coarse dosing

	W Various types of fans (electric, hydraulic, mechanical)

	W Calibration pan for easy calibration of the seeding box

	W Mounting bracket

OPTIONS
	» Calibration button at the rear of the seeding box

	» Sensor for tank level control of the seed tank

	» Fan speed sensor for mechanical/hydraulic fan

	» Assembly kits for Einböck machines

To configure a machine tailored to your requests, please contact an Einböck consultant or the official responsible dealer! 
A detailed and up-to-date overview of standard equipment, options and compatibility can be found at www.einboeck.eu

Technical data and dimensions are approximate and non-binding. We reserve the right to make changes to the construction and design!

Type
Outputs & tank capacity Outputs Hose diameter

in mm / inch Tank capacity in liters Weight approx.
kg / lbs

MULTI-BOX 8-350 8 32 | 1.26 350 110 | 240

MULTI-BOX 8-600 8 32 | 1.26 600 150 | 330

MULTI-BOX 16-350 16 26 | 1.02 350 110 | 240

MULTI-BOX 16-600 16 26 | 1.02 600 150 | 330

MULTI-BOX 12-350 12 32 | 1.26 350

MULTI-BOX 12-600 12 32 | 1.26 600

MULTI-BOX 24-350 24 26 | 1.02 350

MULTI-BOX 24-600 24 26 | 1.02 600
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